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245mm

Unique Design Overview

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)
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Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm
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Vertical Concealed
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Vertical Exposed
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Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

blaubergventilatoren.de2
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245mm

Unique Design Overview

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit
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High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 

Concealed Type Exposed Type

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.
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installation both in ceiling suspended and vertical
placed.
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Unique Design Overview

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.

31 32

CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.

31 32

CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
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43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23
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1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
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1.30 
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52
54
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35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Відмінна енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує належну ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для комфортного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує гнучкі варіанти 
вертикального та прихованого стельового монтажу.

225 мм
245 мм
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245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features
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Concealed Type Exposed Type
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More comfortable with wide air diffusion thanks to 
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All-in-one design guarantees great flexibility of
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placed.
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Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating
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Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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Features

1  |  EC Motor Fan Coil Unit

225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

31

Vertical Exposed

Air Flow: 400~2450m3

Cooling Capacity: 1.45

31

Air Flow: 400~2450m
Cooling Capacity: 1.45

31

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW
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Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова
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Нагрівання
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225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW
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Vertical Exposed
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31

Air Flow: 400~2450m
Cooling Capacity: 1.45

31

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW
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V shape drain pan design guarantees the highest
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Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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Особливості

ЗРУЧНІСТЬ

Температура в приміщенні, °C

Мінімальна швидкість, 12 Па статичного тиску
Рівень звукового тиску, дБА

Час

Продуктивність, CFM

Встановлене значення: 25 °C

EC-двигун

EC-двигун

AC-двигун

AC-двигун

Порівняння коливань температури у приміщенні

Порівняння рівня шуму

В фанкойлі із EC-двигуном, асинхронний двигун замінюється на електронно-комутований для запобігання 
електромагнітним завадам та електромагнітному шуму, спричиненому механічною комутацією. 
Його безшумна робота і плавне регулювання швидкості допомагають забезпечити комфортний 
мікроклімат у приміщенні із перепадом температур та комфортним повітрообміном.
Традиційний фанкойл із AC-двигуном передбачає відхилення температури в межах ±2°C за допомогою 
трипозиційного регулятора швидкості, що може спричинити різке нагрівання та охолодження.
Діапазон коливань кімнатної температури для фанкойла із EC-двигуном сягає ±0.5°C завдяки плавній 
регуляції швидкості, що дозволяє забезпечувати більш комфортний мікроклімат у приміщенні.

Фанкойлам із EC-двигуном притаманна стабільна робота і незначні вібрації, значне 
зменшення вібрацій та шуму від перемикання вимикача та регулятора швидкості.
EC-двигун дозволяє працювати із мінімально можливою кількістю обертів на хвилину завдяки плавній регуляції 

 швидкості. 
Фанкойли із EC-двигуном обладнані оцинкованим вентилятором великого діаметру та двигуном із низьким 
рівнем шуму. 
Динамічне балансування кожного виробу проходить ретельну перевірку для забезпечення мінімального 
мрівня шуму із забезпеченням бажаного рівня продуктивності в умовах зовнішнього тиску.
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More Reliable
High quality and long  life electronic commutation module is used to reduce traditional AC motor 
components wearing out during operation.
The EC motor is equipped with high precision high quality permanent lubricated closed 
ball bearing, which is of low noise and long service life.  

The motor shaft is proccessed with conditioning chrome plating treatment, durable and reliable.  
    Highly efficient heat exchanger is made of high quality thin purple pole, with efficient louver hydrophilic 
aluminium fin. Precision machinery tube expansion ensures a high thermal efficiency.  

The strengthened air supply of the large diameter impeller fan makes the maximum heat transfer 
efficiency of the unit.  
The safe and leak proof drainpan is made from whole stamping molding. No welding or solder joint.  
Overall paste type flame retardant insulation material covers the drainpan, eliminating water leakage. 
Specially designed drainpan has a certain slope, ensuring a quick condensation discharge. 
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R32 ATWОсобливості

КОМПАКТНІСТЬ

НАДІЙНІСТЬ

More comfortable 
 The EC motor fan coil unit adopts electronic commutation motor to replace the carbon brush 

motor to avoid electromagnetic interference and electromagnetic noise generated by the mechanical 
commutation. Its quiet operation and stepless speed adjustment help create a comfortable indoor 
environment with a swift indoor temperature reponse and comfortable air flow. 

 The traditional AC fan coil unit has a plus or minus 2°C indoor temperature deviation is, and three 
speed step, easily to cause sudden hot or cold.  

 The EC motor fan coil unit achieves a plus or minus 0.5°C indoor temperature accuracy via 
motor stepless speed regulation fan to realize to create a more comfortable environment. 

 The EC motor fan coil unit features stable running and slight vibration, greatly reducing vibration and 
noise caused by on/off and fan speed switch.  

 The EC motor fan coil unit can realize minimum RPM running via stepless speed regulation. 
 The EC motor fan coil unit has a large diameter galvanized fan and a low noise fan motor. 

Every product is strictly tested for dynamic balancing before delivery, in order to ensure minimum noise 
level upon a satisfied air flow and external pressure basis.
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Features

Висота, мм

Ультратонкий 
і компактний

Фанкойл 
з EC-двигуном

Порівняння висоти

Фанкойл із EC-двигуном має естетичний дизайн та компактні розміри. Висота корпусу — лише 225 мм, 
ультратонка конструкція дозволяє встановлювати установку у вузький простір у стелі.
У порівнянні із конкурентами світового класу, фанкойл із EC-двигуном має найкомпактнішні розміри.

Високоякісний і довготривалий модуль із EC-двигуном має більшу стійкість до зношування деталей під час роботи.
EC-двигун обладнаний високоточним, високоякісним закритим кульковим підшипником із запасом 
мастильного матеріалу, достатнім для всього терміну експлуатації двигуна.
Для довготривалої надійної роботи двигуна вал оброблено хромуванням.
Високоефективний теплообмінник з трубами з високоякісної міді та ламелями з гідрофобного алюмінію.
Точне машинне розширення трубок забезпечує високу теплову ефективність.
Вентилятор з підвищеною швидкістю подачі повітря із крильчаткою великого діаметру 
забезпечує максимальну ефективність передачі тепла.
Герметичний піддон виконаний методом суцільного лиття. Зварювальні шви відсутні.  
Піддон покритий суцільним пастоподібним вогнезахисним ізоляційним матеріалом, що запобігає протіканню 
води. Спеціально розроблений піддон має певний нахил, що забезпечує швидке стікання конденсату.

More Compact
 The EC motor fan coil unit features aesthetical outline and compact dimensions. The fuselage height 

is only 225 mm, ultra-thin design makes the unit can be installed within the fairly narrow ceiling top. 
 The EC motor fan coil unit enjoys the most compact size, compared with world class competitors.  

More Reliable
 High quality and long  life electronic commutation module is used to reduce traditional AC motor 

components wearing out during operation.
 The EC motor is equipped with high precision high quality permanent lubricated closed 

ball bearing, which is of low noise and long service life.       

 The motor shaft is proccessed with conditioning chrome plating treatment, durable and reliable.   
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Ультратонка конструкція дозволяє встановлювати установку у вузький простір у стелі.
У порівнянні із конкурентами світового класу, фанкойл із EC-двигуном має найкомпактнішні розміри.

Високоякісний і довговічний модуль із EC-двигуном має більшу стійкість до зношування деталей під час роботи.
EC-двигун обладнаний високоточним, високоякісним закритим кульковим підшипником із запасом 
мастильного матеріалу, достатнім для всього терміну експлуатації двигуна.
Для довготривалої надійної роботи двигуна його вал пройшов процес хромування.
Високоефективний теплообмінник з трубами з міді та ламелями з гідрофобного алюмінію.
Точне машинне розширення трубок забезпечує високу теплову ефективність.
Вентилятор з підвищеною швидкістю подачі повітря та крильчаткою великого діаметру 
забезпечує максимальну ефективність передачі тепла.
Герметичний піддон виконаний методом суцільного лиття. Зварювальні шви відсутні.  
Піддон покритий суцільним пастоподібним вогнезахисним ізоляційним матеріалом, що запобігає протіканню 
води. Спеціально розроблений піддон має певний нахил, що забезпечує швидке стікання конденсату.
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More Reliable
High quality and long  life electronic commutation module is used to reduce traditional AC motor 
components wearing out during operation.
The EC motor is equipped with high precision high quality permanent lubricated closed 
ball bearing, which is of low noise and long service life.  

The motor shaft is proccessed with conditioning chrome plating treatment, durable and reliable.  
    Highly efficient heat exchanger is made of high quality thin purple pole, with efficient louver hydrophilic 
aluminium fin. Precision machinery tube expansion ensures a high thermal efficiency.  

The strengthened air supply of the large diameter impeller fan makes the maximum heat transfer 
efficiency of the unit.  
The safe and leak proof drainpan is made from whole stamping molding. No welding or solder joint.  
Overall paste type flame retardant insulation material covers the drainpan, eliminating water leakage. 
Specially designed drainpan has a certain slope, ensuring a quick condensation discharge. 
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R32 ATWОсобливості

КОМПАКТНІСТЬ

НАДІЙНІСТЬ

More comfortable 
 The EC motor fan coil unit adopts electronic commutation motor to replace the carbon brush 

motor to avoid electromagnetic interference and electromagnetic noise generated by the mechanical 
commutation. Its quiet operation and stepless speed adjustment help create a comfortable indoor 
environment with a swift indoor temperature reponse and comfortable air flow. 

 The traditional AC fan coil unit has a plus or minus 2°C indoor temperature deviation is, and three 
speed step, easily to cause sudden hot or cold.  

 The EC motor fan coil unit achieves a plus or minus 0.5°C indoor temperature accuracy via 
motor stepless speed regulation fan to realize to create a more comfortable environment. 

 The EC motor fan coil unit features stable running and slight vibration, greatly reducing vibration and 
noise caused by on/off and fan speed switch.  

 The EC motor fan coil unit can realize minimum RPM running via stepless speed regulation. 
 The EC motor fan coil unit has a large diameter galvanized fan and a low noise fan motor. 

Every product is strictly tested for dynamic balancing before delivery, in order to ensure minimum noise 
level upon a satisfied air flow and external pressure basis.
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Features

Висота, мм

Ультратонкий 
і компактний

Фанкойл 
з EC-двигуном

Порівняння висоти

Фанкойл із EC-двигуном має естетичний дизайн та компактні розміри. Висота корпусу — лише 225 мм, 
ультратонка конструкція дозволяє встановлювати установку у вузький простір у стелі.
У порівнянні із конкурентами світового класу, фанкойл із EC-двигуном має найкомпактнішні розміри.

Високоякісний і довготривалий модуль із EC-двигуном має більшу стійкість до зношування деталей під час роботи.
EC-двигун обладнаний високоточним, високоякісним закритим кульковим підшипником із запасом 
мастильного матеріалу, достатнім для всього терміну експлуатації двигуна.
Для довготривалої надійної роботи двигуна вал оброблено хромуванням.
Високоефективний теплообмінник з трубами з високоякісної міді та ламелями з гідрофобного алюмінію.
Точне машинне розширення трубок забезпечує високу теплову ефективність.
Вентилятор з підвищеною швидкістю подачі повітря із крильчаткою великого діаметру 
забезпечує максимальну ефективність передачі тепла.
Герметичний піддон виконаний методом суцільного лиття. Зварювальні шви відсутні.  
Піддон покритий суцільним пастоподібним вогнезахисним ізоляційним матеріалом, що запобігає протіканню 
води. Спеціально розроблений піддон має певний нахил, що забезпечує швидке стікання конденсату.

More Compact
 The EC motor fan coil unit features aesthetical outline and compact dimensions. The fuselage height 

is only 225 mm, ultra-thin design makes the unit can be installed within the fairly narrow ceiling top. 
 The EC motor fan coil unit enjoys the most compact size, compared with world class competitors.  

More Reliable
 High quality and long  life electronic commutation module is used to reduce traditional AC motor 

components wearing out during operation.
 The EC motor is equipped with high precision high quality permanent lubricated closed 

ball bearing, which is of low noise and long service life.       

 The motor shaft is proccessed with conditioning chrome plating treatment, durable and reliable.   
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РОЗУМНЕ КЕРУВАННЯ

Система керування на основі мікрокомп’ютера використовується для плавного регулювання швидкості 
в широкому діапазоні. На вибір доступні режим багатопозиційного перемикача та плавного перемикача 
швидкості. Фанкойл із EC-двигуном стабільно працює на широкому діапазоні напруги.
Двигун і блок живлення мають багато запобіжників, які спрацьовують від різкої зміни робочого 
струму, навантаження, низького споживання за умови заблокованого ротора тощо.
Користувачі можуть обирати режим (нагрівання, охолодження і вентиляції), змінювати швидкість 
обертання вентилятора і встановлювати температуру за допомогою кнопок на термостаті. 
Робочий статус установки та налаштування відображені на дисплеї.
Базуючись на порівнянні зовнішньої та встановленої користувачем температури, термостат 
автоматично керує EC-двигуном та електронним клапаном для зміни температури.
Користувач може замовити термостат в комплекті, або використовувати власний. 
Фанкойл сумісний із будь-яким стандартним термостатом.

Особливості

Термостат (опційний)

5



blaubergventilatoren.de6

2024  |  ФАНКОЙЛИ

УНІВЕРСАЛЬНІ ФАНКОЙЛИ З АС-ДВИГУНОМ 2-Х ТРУБНІ (BLFC-...-CC-2-АC/1A БЕЗ КОРПУСУ, BLFC...-VE-2-АC/1A В КОРПУСІ) 

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140

Витрата повітря, 
м³/год

В 400 590 750 920 1080 1490 1750 2060 2450
С 310 450 560 690 810 1120 1320 1540 1840
Н 200 300 370 460 540 750 870 1030 1230

Загальна холодопро-
дуктивність, кВт

В 2,09 3,06 3,89 4,74 5,73 7,79 9,35 11,10 13,08
С 1,78 2,57 3,32 4,03 4,89 6,64 7,95 9,45 11,16
Н 1,55 2,29 2,91 3,56 4,28 5,85 7,10 8,35 9,83

Явна холодопродук-
тивність, кВт

В 1,47 2,11 2,72 3,33 4,10 5,47 7,46 7,84 9,37 
С 1,29 1,81 2,31 2,86 3,53 4,65 6,49 6,90 8,15 
Н 1,00 1,37 1,77 2,30 2,83 3,61 5,00 5,25 6,37 

Теплопродуктивність, 
кВт

В 3,13 4,25 5,84 7,12 8,58 11,69 14,03 16,64 19,63
С 2,54 3,40 4,73 5,77 6,95 9,47 11,50 13,64 15,90 
Н 1,91 2,55 3,50 4,34 5,15 7,13 8,56 9,98 11,78 

Електроспоживання, 
кВТ 

12 Па/В 34 46 55 70 87 117 140 181 223
30 Па/В 42 56 70 81 101 149 165 202 241
50 Па/В 46 65 82 89 109 163 201 228 286

Макс. струм, А 0,21 0,30 0,37 0,40 0,50 0,74 0,91 1,04 1,30 

Статичний тиск, Па  12 Пa/30 Пa/50 Пa

Рівень шуму, дБA
12 Па/В 36 38 40 42 44 45 47 49 51
30 Па/В 39 41 43 45 46 47 49 51 53
50 Па/В 41 43 45 46 48 49 51 53 55

Витрата води
кг/год 370 540 680 830 990 1350 1610 1920 2250

л/с 0,103 0,150 0,189 0,231 0,275 0,375 0,447 0,533 0,625
Водяний опір, кПа 10 18 19 23 24 23 36 21 35

Тип вентилятора Вперед загнуті лопатки

Двигун
Тип 4-швидкісний АС 

Клас захисту Class B
Електроживлення 220~230 В / 1 ф / 50-60 Гц

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 3
Макс. робочий тиск 1,6 MПа

Вхід/Вихід вода 3/4" F

Дренажний отвір Ø20

Габарити Ш/Г/В, мм

Горизонтальний 
без корпусу 645*450*225 795*450*225 875*450*225 945*450*225 1095*450*225 1395*450*225 1545*450*225 1695*450*225 1995*450*225

Горизонтальний 
в корпусі 850*246*505 1000*246*505 1080*246*505 1150*246*505 1300*246*505 1600*246*505 1750*246*505 1900*246*505 2200*246*505

Вертикальний 
без корпусу 745*225*579 895*225*579 975*225*579 1045*225*579 1195*225*579 1495*225*579 1645*225*579 1795*225*579 2095*225*579

Вертикальний 
в корпусі 850*246*634 1000*246*634 1080*246*634 1150*246*634 1300*246*634 1600*246*634 1750*246*634 1900*246*634 2200*246*634

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра на виході з теплообмінника.

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ

   



7

blaubergventilatoren.de

ФАНКОЙЛИ |  2024

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C, потік води такий самий, як, і при охолодженні.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра на виході з теплообмінника.

УНІВЕРСАЛЬНІ ФАНКОЙЛИ З АС-ДВИГУНОМ 4-Х ТРУБНІ (3+1) (BLFC-...-CC-4-АC/1A БЕЗ КОРПУСУ, BLFC...-VE-4-АC/1A В КОРПУСІ)

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140

Витрата повітря, 
м³/год

В 400 590 750 920 1080 1490 1750 2060 2450
С 310 450 560 690 810 1120 1320 1540 1840
Н 200 300 370 460 540 750 870 1030 1230

Загальна холодопро-
дуктивність, кВт

В 2,03 2,98 3,78 4,63 5,62 7,56 9,13 10,88 12,83
С 1,72 2,5 3,22 3,94 4,79 6,44 7,76 9,27 10,95
Н 1,50 2,23 3,82 3,48 4,19 5,68 6,93 8,19 9,64

Явна холодопродук-
тивність, кВт

В 1,47 2,11 2,72 3,33 4,10 5,47 7,46 7,84 9,37 
С 1,22 1,77 2,26 2,80 3,44 4,54 6,34 6,74 7,96 
Н 0,97 1,33 1,71 2,16 2,75 3,50 4,85 5,10 6,18 

Теплопродуктивність, 
кВт

В 1,94 2,71 3,64 4,66 5,44 7,76 9,36 11,04 12,57
С 1,66 2,31 3,11 3,95 4,61 6,62 7,97 9,40 10,71
Н 1,46 2,05 2,73 3,50 4,08 5,84 7,04 8,29 9,44

Електроспоживання, 
кВТ 

12 Па/В 40 53 62 78 95 125 147 198 238
30 Па/В 48 62 76 88 109 161 179 212 256
50 Па/В 56 72 88 95 110 174 211 240 297

Макс. струм, А 0,25 0,33 0,40 0,43 0,50 0,79 0,96 1,09 1,35 
Статичний тиск, Па  12 Пa/30 Пa/50 Пa

Рівень шуму, дБA
12 Па/В 37 39 41 43 45 46 48 50 52
30 Па/В 40 42 44 46 47 48 50 52 54
50 Па/В 42 44 46 47 49 50 52 54 56

Витрата води

Охолод-
ження 3 р.

кг/год 370 540 680 830 990 1350 1610 1920 2250
л/с 0,103 0,150 0,189 0,231 0,275 0,375 0,447 0,533 0,625

Опалення 
1 р.

кг/год 230 310 420 540 630 890 1080 1270 1450
л/с 0,064 0,086 0,117 0,150 0,175 0,247 0,300 0,353 0,403

Водяний опір, кПа

Охолод-
ження 3 р. 10 18 19 23 24 23 36 21 35

Опалення 
1 р. 5 12 17 28 25 16 18 23 29

Тип вентилятора Вперед загнуті лопатки

Двигун
Тип 4-швидкісний АС 

Клас захисту Class B
Електроживлення 220~230 В / 1 ф / 50-60 Гц

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 4
Макс. робочий тиск 1,6 MПа

Вхід/Вихід вода 3/4" F
Дренажний отвір Ø20

Габарити Ш/Г/В, мм

Горизонтальний 
без корпусу 645*450*225 795*450*225 875*450*225 945*450*225 1095*450*225 1395*450*225 1545*450*225 1695*450*225 1995*450*225

Горизонтальний 
в корпусі 850*246*505 1000*246*505 1080*246*505 1150*246*505 1300*246*505 1600*246*505 1750*246*505 1900*246*505 2200*246*505

Вертикальний 
без корпусу 745*225*579 895*225*579 975*225*579 1045*225*579 1195*225*579 1495*225*579 1645*225*579 1795*225*579 2095*225*579

Вертикальний 
в корпусі 850*246*634 1000*246*634 1080*246*634 1150*246*634 1300*246*634 1600*246*634 1750*246*634 1900*246*634 2200*246*634

Габарити в упаковці 
Ш/Г/В, мм

Горизонтальний 
без корпусу 675*480*245 825*480*245 905*480*245 975*480*245 1125*480*245 1425*480*245 1575*480*245 1720*480*245 2025*480*245

Горизонтальний 
в корпусі 875*260*530 1075*260*530 1105*260*530 1175*260*530 1325*260*530 1625*260*530 1775*260*530 1925*260*530 2225*260*530

Вертикальний 
без корпусу 870*240*600 910*240*600 990*240*600 1060*240*600 1210*240*600 1510*240*600 1660*240*600 1810*240*600 2110*240*600

Вертикальний 
в корпусі 870*255*655 1020*255*655 1110*255*655 1170*255*655 1320*255*655 1620*255*655 1770*255*655 1920*255*655 2220*255*655

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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УНІВЕРСАЛЬНІ ФАНКОЙЛИ З ЕС-ДВИГУНОМ 2-Х ТРУБНІ (BLFC-...-CC-2-DC/1A БЕЗ КОРПУСУ, BLFC...-VE-2-DC/1A В КОРПУСІ)

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140

Витрата повітря, 
м³/год

В 400 590 750 920 1080 1490 1750 2060 2450
С 310 450 560 690 810 1120 1320 1540 1840
Н 200 300 370 460 540 750 870 1030 1230

Загальна холодопро-
дуктивність, кВт

В 2,09 3,06 3,89 4,74 5,73 7,79 9,35 11,10 13,08
С 1,78 2,57 3,32 4,03 4,89 6,64 7,95 9,45 11,16
Н 1,55 2,29 2,91 3,56 4,28 5,85 7,10 8,35 9,83

Явна холодопродук-
тивність, кВт

В 1,47 2,11 2,72 3,33 4,10 5,47 7,46 7,84 9,37 
С 1,29 1,81 2,31 2,86 3,53 4,65 6,49 6,90 8,15 
Н 1,00 1,37 1,77 2,30 2,83 3,61 5,00 5,25 6,37 

Теплопродуктивність, 
кВт

В 3,13 4,25 5,84 7,12 8,58 11,69 14,03 16,64 19,63
С 2,54 3,40 4,73 5,77 6,95 9,47 11,50 13,64 15,90 
Н 1,91 2,55 3,50 4,34 5,15 7,13 8,56 9,98 11,78 

Електроспоживання, 
кВт

12 Па/В 8~17 9~20 10~36 11~44 12~56 20~78 23~88 26~114 28~139
30 Па/В 10~26 11~34 12~42 13~51 15~63 25~91 26~101 28~140 30~166
50 Па/В 12~29 13~38 14~49 15~56 17~80 26~101 28~125 30~173 32~208

Макс. струм, А 0,21 0,30 0,37 0,40 0,50 0,74 0,91 1,04 1,30 

Статичний тиск, Па  12 Па/30 Па/50 Па

Рівень шуму, дБA
12 Па/В 21~35 22~37 20~39 22~41 24~43 28~44 28~46 29~48 30~50
30 Па/В 22~38 23~40 21~42 23~44 25~45 29~46 29~48 30~50 31~52
50 Па/В 23~40 24~42 22~44 24~45 26~47 30~48 30~50 31~52 32~54

Витрата води
кг/год 370 540 680 830 990 1350 1610 1920 2250

л/с 0,103 0,150 0,189 0,231 0,275 0,375 0,447 0,533 0,625
Водяний опір, кПа 10 18 19 23 24 23 36 21 35
Тип вентилятора Вперед загнуті лопатки

Двигун
Тип  EC

Клас захисту Class B
Електроживлення 220~230 В / 1 ф / 50-60 Гц

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 3
Макс. робочий тиск 1,6 MПа

Вхід/Вихід вода 3/4" F
Дренажний отвір Ø20

Габарити Ш/Г/В, мм

Горизонтальний  
без корпусу 645*450*225 795*450*225 875*450*225 945*450*225 1095*450*225 1395*450*225 1545*450*225 1695*450*225 1995*450*225

Горизонтальний  
в корпусі 850*246*505 1000*246*505 1080*246*505 1150*246*505 1300*246*505 1600*246*505 1750*246*505 1900*246*505 2200*246*505

Вертикальний 
без корпусу 745*225*579 895*225*579 975*225*579 1045*225*579 1195*225*579 1495*225*579 1645*225*579 1795*225*579 2095*225*579

Вертикальний 
в корпусі 850*246*634 1000*246*634 1080*246*634 1150*246*634 1300*246*634 1600*246*634 1750*246*634 1900*246*634 2200*246*634

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра на виході з теплообмінника.

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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УНІВЕРСАЛЬНІ ФАНКОЙЛИ З ЕС-ДВИГУНОМ 4-Х ТРУБНІ (3+1) (BLFC-...-CC-4-DC/1A БЕЗ КОРПУСУ, BLFC...-VE-4-DC/1A В КОРПУСІ)

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140

Витрата повітря, 
м³/год

В 400 590 750 920 1080 1490 1750 2060 2450
С 310 450 560 690 810 1120 1320 1540 1840
Н 200 300 370 460 540 750 870 1030 1230

Загальна холодопро-
дуктивність, кВт

В 2,03 2,98 3,78 4,63 5,62 7,56 9,13 10,88 12,83
С 1,72 2,5 3,22 3,94 4,79 6,44 7,76 9,27 10,95
Н 1,50 2,23 3,82 3,48 4,19 5,68 6,93 8,19 9,64

Явна холодопродук-
тивність, кВт

В 1,47 2,11 2,72 3,33 4,10 5,47 7,46 7,84 9,37 
С 1,22 1,77 2,26 2,80 3,44 4,54 6,34 6,74 7,96 
Н 0,97 1,33 1,71 2,16 2,75 3,50 4,85 5,10 6,18 

Теплопродуктивність, 
кВт

В 1,94 2,71 3,64 4,66 5,44 7,76 9,36 11,04 12,57
С 1,66 2,31 3,11 3,95 4,61 6,62 7,97 9,40 10,71
Н 1,46 2,05 2,73 3,50 4,08 5,84 7,04 8,29 9,44

Електроспоживання, 
кВт 

12 Па/В 8~17 9~20 10~36 11~44 12~56 20~78 23~88 26~114 28~139
30 Па/В 10~26 11~34 12~42 13~51 15~63 25~91 26~101 28~140 30~166
50 Па/В 12~29 13~38 14~49 15~56 17~80 26~101 28~125 30~173 32~208

Макс. струм, А 0,21 0,30 0,37 0,40 0,50 0,74 0,91 1,04 1,30 
Статичний тиск, Па  12 Па/30 Па/50 Па

Рівень шуму, дБA
12 Па/H 21~35 22~37 20~39 22~41 24~43 28~44 28~46 29~48 30~50
30 Па/H 22~38 23~40 21~42 23~44 25~45 29~46 29~48 30~50 31~52
50 Па/H 23~40 24~42 22~44 24~45 26~47 30~48 30~50 31~52 32~54

Витрата води

Охолоджен-
ня 3 р.

кг/год 370 540 680 830 990 1350 1610 1920 2250
л/с 0,103 0,150 0,189 0,231 0,275 0,375 0,447 0,533 0,625

Опалення 
1 р.

кг/год 230 310 420 540 630 890 1080 1270 1450
л/с 0,064 0,086 0,117 0,150 0,175 0,247 0,300 0,353 0,403

Водяний опір

Охолоджен-
ня 3 р. кПа 10 18 19 23 24 23 36 21 35

Опалення 
1 р. 5 12 17 28 25 16 18 23 29

Тип вентилятора Вперед загнуті лопатки

Двигун
Тип  EC

Клас захисту Class B
Електроживлення 220~230 В / 1 ф / 50-60 Гц

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 4
Макс. робочий тиск 1,6 MПа

Вхід/Вихід вода 3/4" F
Дренажний отвір Φ20

Габарити Ш/Г/В, мм

Горизонтальний  
без корпусу 645*450*225 795*450*225 875*450*225 945*450*225 1095*450*225 1395*450*225 1545*450*225 1695*450*225 1995*450*225

Горизонтальний  
в корпусі 850*246*505 1000*246*505 1080*246*505 1150*246*505 1300*246*505 1600*246*505 1750*246*505 1900*246*505 2200*246*505

Вертикальний  
без корпусу 745*225*579 895*225*579 975*225*579 1045*225*579 1195*225*579 1495*225*579 1645*225*579 1795*225*579 2095*225*579

Вертикальний  
в корпусі 850*246*634 1000*246*634 1080*246*634 1150*246*634 1300*246*634 1600*246*634 1750*246*634 1900*246*634 2200*246*634

Габарити в упаковці 
Ш/Г/В, мм

Горизонтальний  
без корпусу 675*480*245 825*480*245 905*480*245 975*480*245 1125*480*245 1425*480*245 1575*480*245 1720*480*245 2025*480*245

Горизонтальний  
в корпусі 875*260*530 1075*260*530 1105*260*530 1175*260*530 1325*260*530 1625*260*530 1775*260*530 1925*260*530 2225*260*530

Вертикальний  
без корпусу 870*240*600 910*240*600 990*240*600 1060*240*600 1210*240*600 1510*240*600 1660*240*600 1810*240*600 2110*240*600

Вертикальний  
в корпусі 870*255*655 1020*255*655 1110*255*655 1170*255*655 1320*255*655 1620*255*655 1770*255*655 1920*255*655 2220*255*655

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра на виході з теплообмінника.

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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СТЕЛЬОВИЙ ПРИХОВАНИЙ МОНТАЖ

R32 ATWРозміри

a
b
c

464
499
645

614
649
795

694
729
875

914
949

1095

764
799
945

1214
1249
1395

1364
1399
1545

1514
1549
1649

1814
1849
1995

a
b

524
645

674
795

754
875

974
1095

824
945

1274
1395

1424
1545

1574
1695

1874
1995

Ceiling Concealed Type

Dimensions

EC Motor Fan Coil Unit   | 10

Rc3/4"

Тип

Тип

20

20

30

30

60

60

120

120

40

40

80

80

140

140

50

50

100

100

Типорозмір 20 30 40 50 60 80 100 120 140

a 464 614 694 764 914 1214 1364 1514 1814

b 499 649 729 799 949 1249 1399 1549 1849

c 645 795 875 945 1095 1395 1545 1649 1995

Типорозмір 20 30 40 50 60 80 100 120 140

a 524 674 754 824 974 1274 1424 1574 1874

b 645 795 875 945 1095 1395 1545 1695 1995
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a 850 1000 1080 13001150 1600 1750 1900 2200

a 850 1000 1080 13001150 1600 1750 1900 2200

11  |  EC Motor Fan Coil Unit

СТЕЛЬОВИЙ МОНТАЖ (НА ПОВЕРХНІ)

ВЕРТИКАЛЬНИЙ МОНТАЖ (НА ПОВЕРХНІ)

R32 ATWРозміри

Тип

Тип

20

20

30

30

60

60

120

120

40

40

80

80

140

140

50

50

100

100

Типорозмір 20 30 40 50 60 80 100 120 140

a 850 1000 1080 1150 1300 1600 1750 1900 2200

Типорозмір 20 30 40 50 60 80 100 120 140

a 850 1000 1080 1150 1300 1600 1750 1900 2200
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40

30

20

15

10

5

0
2 4 6 8 10 12 14 16 18 20 22 24 26 28

12

40

30

20

10

5
2 4 6 8 10 12 14 16 18 20 22 24 26 28

R32 ATWГрафіки вентилятора

Фанкойл з EC-двигуном, зовн. стат. тиск 12 Па

Фанкойл з EC-двигуном, зовн. стат. тиск 30 Па

Зовнішній статичний тиск, Па

Зовнішній статичний тиск, Па

Продуктивність (100 м3/год)

Продуктивність (100 м3/год)

20

20

30

30

60

60

120

120

40

40

80

80

140

140

50

50

100

100
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80

70

60

50

40

30

20

10

0
2 4 6 8 10 12 14 16 18 20 22 24 26 28 30

52

48

44

40

36

32

28

24

20

16

12

8

4

0
2 4 6 8 10 12 14 16 18 20 22 24 26 28 30

R32 ATWГрафіки вентилятора

Фанкойл з EC-двигуном, зовн. стат. тиск 50 Па

Фанкойл з EC-двигуном

Зовнішній статичний тиск, Па

Перепад тиску води, кПа

Продуктивність (100 м3/год)

Потік води (100 кг/год)

ГРАФІК ЗАЛЕЖНОСТІ ПЕРЕПАДУ ТИСКУ ВІД ПОТОКУ ВОДИ

20

20

30

30

60

60

120

120

40

40

80

80

140

140

50

50

100

100
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5 6 7 8 9 10 11 12

1,15 1,07 1 0,92 0,85 0,77 0,7 0,62

35 40 45 50 55 60 65 70

0,36 0,49 0,62 0,74 0,87 1 1,13 1,26

ВТ (°C) СТ (°C) 24 25 26 27 28 29 30

17 0,76

18 0,85

19 0,94

19,5 1

20 1,06

21 1,15

22 1,25

СТ (°C)       18 19 20 21 22 23 24

1,1 1,07 1,02 1 0,97 0,94 0,9

 M1

 M2

L

M

H

E

PE

N

PE

W

R

B

BL
N

TS

C

C

NE L

Коефіцієнти для корекції

Схема електричних підключень

Температура води на вході, °C

Температура води на вході, °C

Коригуючий коефіцієнт

Коригуючий коефіцієнт

Коригуючий коефіцієнт

Примітка: за умови температури повітря на вході СТ 27°C, ВТ 19,5°C.

Примітка: за умови температури повітря на вході СТ 21°C.

Примітка: температура води на вході нагрівача: 60°C.

B: чорний, BL: синій, R: червоний, W:білий, TS: контролер швидкості обертання вентилятора, C: конденсатор, M1/M2: чотиришвидкісний двигун, 
H: висока швидкість, M: середня, L: низька, E: лінія заземлення, L: лінія навантаження, N: нуль.
Примітка:
1. Підключення від клем перемикання швидкості до регулятора швидкості.
2. Компоненти, позначені пунктиром, можуть бути відсутніми у певних моделях.

За запитом 
користувача

КОЕФІЦІЄНТИ ДЛЯ КОРЕКЦІЇ ПОТУЖНОСТІ ОХОЛОДЖУВАЧА

КОЕФІЦІЄНТИ ДЛЯ КОРЕКЦІЇ ПОТУЖНОСТІ НАГРІВАЧА

КОЕФІЦІЄНТИ ДЛЯ КОРЕКЦІЇ ПОТУЖНОСТІ ОХОЛОДЖУВАЧА ЗА РІЗНИХ УМОВ СЕРЕДОВИЩА

КОЕФІЦІЄНТИ ДЛЯ КОРЕКЦІЇ ПОТУЖНОСТІ НАГРІВАЧА ЗА РІЗНИХ УМОВ СЕРЕДОВИЩА

Висока швидкість

Висока швидкість

Середня швидкість
Низька швидкість

Низька швидкість
Середня швидкість

Температура води на вході, °C 5 6 7 8 9 10 11 12

Коригуючий коефіцієнт 1,15 1,07 1 0,92 0,85 0,77 0,7 0,62

Температура води на вході, °C 35 40 45 50 55 60 65 70

Коригуючий коефіцієнт 0,36 0,49 0,62 0,74 0,87 1 1,13 1,26

ВТ  (°C)                                                              СТ (°C) 24 25 26 27 28 29 30

17 0,76

18 0,85

19 0,94

19,5 1

20 1,06

21 1,15

22 1,25

Примітка: температура води на вході охолоджувача: 7°C.

СТ (°C) 18 19 20 21 22 23 24

Коригуючий коефіцієнт 1,1 1,07 1,02 1 0,97 0,94 0,9
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B: чорний, BL: синій, R: червоний, W:білий, TS: контролер швидкості обертання вентилятора, C: конденсатор, M1/M2: чотиришвидкісний двигун, 
H: висока швидкість, M: середня, L: низька, E: лінія заземлення, L: лінія навантаження, N: нуль.
Примітка:
1. Підключення від клем перемикання швидкості до регулятора швидкості.
2. Компоненти, позначені пунктиром, можуть бути відсутніми у певних моделях.

Максимально ефективне використання простору 
завдяки монтажу у підвісній стелі.

4-стороннє розподілення 
повітря та широкий діапазон 
регулювання лопатей забезпечують 
рівномірний повітрообмін.

Високоефективна система 
відведення конденсату із насосом, 
що підіймає воду до 600 мм.

Стильний та елегантний дизайн 
для будь-якого інтер’єру.

Високоефективний фільтр із 
синтетичного волокна, який 
очищується, забезпечує потік 
набагато чистішого повітря.

Висока ефективність енергообміну 
забезпечується технологічною 
конструкцією теплообмінника.

Нова конструкція радіального 
вентилятора стійка до тиску і 
забезпечує низький рівень шуму.

4-сторонній, касетний

Продуктивність: 40-2380 м³/год
                                                                200-1400CFM
Потужність охолоджувача: 1,1-12,6 кВт

ОСОБЛИВОСТІ І ПЕРЕВАГИ
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КАСЕТНИЙ ФАНКОЙЛ 2-Х ТРУБНИЙ З АС-ДВИГУНОМ (BLFC-...-CA-2-AC/1A)

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140

Витрата повітря,
м³/год

В 340 510 680 850 1020 1360 1700 2040 2380
С 280 390 520 640 790 1030 1290 1500 1800
Н 180 260 350 430 520 690 860 1032 1200

Загальна холодопро-
дуктивність, кВт

В 2,00 2,70 3,70 5,00 5,60 7,10 9,10 11,00 12,60 
С 1,50 2,50 3,40 3,90 4,70 6,30 8,00 9,60 11,10 
Н 1,10 2,10 2,80 3,20 3,70 4,20 5,40 8,00 8,70 

Явна холодопродук-
тивність, кВт

В 1,60 2,10 2,70 3,60 4,30 5,10 6,70 8,10 9,50 
С 1,10 1,90 2,60 2,90 3,50 4,70 6,00 7,20 8,30 
Н 0,90 1,60 2,20 2,60 3,00 3,40 4,30 6,40 7,00 

Теплопродуктивність, 
кВт

В 2,80 4,20 5,60 7,00 8,40 11,20 13,90 16,70 19,50
С 2,24 3,12 4,16 5,12 6,32 8,24 10,32 12,00 14,40
Н 1,44 2,08 2,80 3,44 4,16 5,52 6,88 8,26 9,60

Вхідна потужність, Вт 37 52 62 76 96 132 152 189 220
Пусковий струм, A 0,16 0,23 0,27 0,34 0,43 0,59 0,67 0,84 0,98
Рівень шуму, дБа В/С/Н 38/35/30 39/36/32 42/38/35 44/41/37 45/42/39 47/44/41 49/46/42 51/47/53 53/48/44
Витрата води кг/год 345 520 640 860 970 1260 1710 1920 2210

л/с 0,096 0,144 0,178 0,239 0,269 0,350 0,475 0,533 0,614 
Водяний опір, кПа 7 9 11 16 18 19 17 19 22
Тип вентилятора Радіальний вентилятор

Двигун

Тип Асинхронний
Клас захисту Class B

Електроживлення, 
В/Ф/Гц 220~230 В / 1 ф / 50-60 Гц

Електроспоживан-
ня, Вт 28 43 53 67 97 123 143 180 210

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 2

Макс. робочий тиск
1.4 МПА

Вхід/вихід вода 3/4" F
Дренажний отвір Ø25
Габарити 
Ш/Г/В, мм

Корпус 580*580*250 710*710*290 811*811*290
Панель 680*680*30 800*800*30 950*950*30

Габарити в упаковці 
Ш/Г/В, мм

Корпус 675*675*270 823*823*345 943*943*345
Панель 740*740*75 858*858*93 1008*1008*93

Вага нетто, кг 
Корпус 22,5 22,5 23,5 28 29 29 36 38 38
Панель 2,5 4 5

Вага брутто, кг
Корпус 23,8 23,8 23,8 29,6 30,6 30,6 38 40 40
Панель 3,5 5,3 5,6

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра.

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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КАСЕТНИЙ ФАНКОЙЛ 4-Х ТРУБНИЙ (3+1) З АС-ДВИГУНОМ (BLFC-...-CA-4-AC/1A) 

Специфікація Типорозмір 40 50 60 80 100 120 140

Витрата повітря,
м³/год

В 680 850 1020 1360 1700 2040 2380
С 570 648 770 1050 1350 1600 1850
Н 468 530 600 700 900 1330 1450

Загальна холодопро-
дуктивність, кВт

В 2,40 3,10 3,60 4,80 6,00 7,80 8,45 
С 2,20 2,50 2,80 3,80 5,00 5,90 6,80 
Н 1,80 2,10 2,20 2,60 3,30 4,90 5,40 

Явна холодопродук-
тивність, кВт

В 1,68 2,17 2,52 3,36 4,20 5,46 5,92 
С 1,65 1,88 2,10 2,85 3,75 4,43 5,10 
Н 1,50 1,68 1,76 2,08 2,64 3,92 4,32 

Теплопродуктивність, 
кВт

В 3,25 4,05 4,90 6,30 8,10 8,30 11,35 
С 2,50 3,10 3,75 5,00 6,25 6,40 8,73 
Н 1,90 2,40 2,90 4,00 4,80 4,95 6,70 

Вхідна потужність, Вт 60 76 90 132 152 189 220
Пусковий струм, A 0,27 0,34 0,4 0,59 0,67 0,84 0,98
Рівень шуму, дБа В/С/Н 42/38/35 44/41/37 45/42/39 47/44/41 49/46/42 51/47/43 53/48/44
Витрата води кг/год 413/280 533/348 620/421 825/542 1030/696 1200/714 1450/970

л/с 0.115/0.078 0.148/0.096 0.172/0.116 0.229/0.151 0.286/0.193 0.333/0.198 0.403/0.269
Водяний опір, кПа 9.7/0.63 23.7/1.5 25.4/1.81 26.8/2.43 23.5/6.31 25.4/7.61 28.5/8.90
Тип вентилятора Радіальний вентилятор

Двигун

Тип Асинхронний
Клас захисту Class B

Електроживлення, 
В/Ф/Гц 220~230 В/1 ф/50-60 Гц

Електроспоживан-
ня, Вт 53 67 97 123 143 180 210

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Рядність 2
Макс робочий тиск 1.4 МПА

Вхід/вихід вода 3/4" F
Дренажний отвір Φ25
Габарити 
Ш/Г/В, мм

Корпус 581*581*290 710*710*290 811*811*290
Панель 680*680*30 800*800*30 950*950*30

Габарити в упаковці 
Ш/Г/В, мм

Корпус 675*675*310 823*823*345 943*943*345
Панель 740*740*75 858*858*93 1008*1008*93

Вага нетто, кг 
Корпус 24,1 28,6 29,6 29,6 36,6 38,6 38,6
Панель 2,5 4 5

Вага брутто, кг
Корпус 25,6 30,2 31,2 31,2 38,6 40,6 40,6
Панель 3,7 5,3 5,3 5,3 5,6 5,6 5,6

Примітка:
1.  Номінальні умови тестування:

Охолодження: температура повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході: 7°C, температура води на виході: 12°C.
Нагрівання: температура повітря на вході: 21°C; температура води на вході: 60°C.

2.   Рівень звукового тиску вимірюється в акустичній кімнаті, позиція точки для виміру знаходиться на 1 м попереду та на 1 м нижче за лінію,  
що проходить через вертикальний центр установки.

3. Статичний тиск вимірюється без фільтра.

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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КАСЕТНИЙ ФАНКОЙЛ 2-Х ТРУБНИЙ З ЕС-ДВИГУНОМ (BLFC-...-CA-2-DC/1A)

Примітка:
1.    Номінальні тестові умови: 

Охолодження: темп повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході 7°C, на виході 12°C. 
Опалення: темп повітря на вході 21°C; температура води на вході 60°C з такою самою витратою, як на охолодження.

2.    Звуковий тиск вимірювався в акустичній кімнаті, точка вимірювання розташована на 1,5 метра нижче  
за лінію, що проходить через вертикальний центр установки.

Специфікація Типорозмір 20 30 40 50 60 80 100 120 140 170

Витрата повітря,
м³/год

В 340 510 680 850 1020 1360 1700 2040 2380 2890
С 255 383 510 638 765 1020 1275 1530 1785 2168
Н 170 255 340 425 510 680 850 1020 1190 1445

Загальна холодопро-
дуктивність, кВт

В 1,80 2,70 3,60 4,50 5,40 7,20 9,00 10,80 12,60 15,3
С 1,44 2,16 2,88 3,60 4,32 5,76 7,20 8,64 10,08 12,24
Н 1,08 1,62 2,16 2,70 3,24 4,32 5,40 6,48 7,56 9,18

Явна холодопродук-
тивність, кВт

В 1,36 2,10 2,79 3,37 4,09 5,70 6,78 8,24 9,32 11,32
С 1,09 1,68 2,19 2,60 3,13 4,30 5,30 6,49 7,30 8,86
Н 0,88 1,32 1,74 2,12 2,53 3,49 4,31 5,31 5,86 7,11

Теплопродуктивність, 
кВт

В 2,70 4,05 5,40 6,75 8,10 10,80 13,50 16,20 18,90 23,7
С 2,16 3,24 4,32 5,40 6,48 8,64 10,80 12,96 15,12 18,96
Н 1,62 2,43 3,24 4,05 4,86 6,48 8,10 9,72 11,34 14,22

Вхідна потужність, Вт 22 30 36 44 56 78 88 114 139 199
Пусковий струм, А 0,17 0,24 0,28 0,35 0,44 0,61 0,69 0,86 1,04 1,43
Рівень шуму В/С/Н 37/30/26 39/33/29 41/36/32 43/34/30 45/36/32 46/41/34 48/41/35 50/43/37 52/47/43 57/53/48

Витрата води
кг/год 320 500 610 780 940 1200 1650 1850 2150 2640

л/с 0,089 0,139 0,169 0,217 0,261 0,333 0,458 0,514 0,597 0,733 
Водяний опір, кПа 7 9 11 16 18 19 17 19 22 36

Вентилятор

Тип Відцентровий вентилятор
Двигун ЕС 

Клас захисту Class B
Електроживлення, 

В/Ф/Гц 220~230 В/1 Ph/50 or 60 Hz

Електро -
споживання, Вт 36 50 60 74 93 130 147 183 221 330

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Макс робочий тиск 1,6 MПa
Вхід/вихід вода 3/4" F
Дренажний отвір Ø26
Контролер Інфрачервоний (проводний опціонально)

Габарити
Ш/Г/В, мм

Корпус 580*580*250 705*705*290 832*832*290 960*960*290

Панель 680*680*30 830*830*30 980*980*30 1140*1140*30

Габарити в упаковці
Ш/Г/В, мм

Корпус 675*675*270 800*800*310 925*925*310 1054*1054*305

Панель 710*710*75 860*860*75 1010*1010*75 1195*1195*110

Вага нетто, кг 
Корпус 18,2 22,5 26 44
Панель 1,8 2,5 3 4

Вага брутто, кг
Корпус 20,5 25,2 29,5 48
Панель 2 2,8 3,5 4,5

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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КАСЕТНИЙ ФАНКОЙЛ 4-Х ТРУБНИЙ (3+1) З ЕС-ДВИГУНОМ (BLFC-...-CA-4-DC/1A)

Примітка:
1.    Номінальні тестові умови: 

Охолодження: темп повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході 7°C, на виході 12°C. 
Опалення: темп повітря на вході 21°C; температура води на вході 60°C з такою самою витратою, як на охолодження.

2.    Звуковий тиск вимірювався в акустичній кімнаті, точка вимірювання розташована на 1,5 метра нижче  
за лінію, що проходить через вертикальний центр установки.

Специфікація Типорозмір 40 50 60 80 100 120 140 170

Витрата повітря, 
м³/год

В 680 850 1020 1360 1700 2040 2380 2890
С 510 638 765 1020 1275 1530 1785 2168
Н 340 425 510 680 850 1020 1190 1445

Загальна холодопро-
дуктивність, кВт

В 2,60 3,10 3,60 4,80 6,00 7,00 8,40 10,3
С 2,08 2,48 2,88 3,84 4,80 5,60 6,72 8,24 
Н 1,56 1,86 2,16 2,88 3,60 4,20 5,04 6,18 

Явна холодопродук-
тивність, кВт

В 1,95 2,33 2,70 3,60 4,50 5,25 6,30 7,73 
С 1,56 1,86 2,16 2,88 3,60 4,20 5,04 6,18 
Н 1,17 1,40 1,62 2,16 2,70 3,15 3,78 4,64 

Теплопродуктивність
В 3,00 4,00 4,90 5,60 7,50 8,30 10,00 13,7
С 2,40 3,20 3,92 4,48 6,00 6,64 8,00 10,96
Н 1,80 2,40 2,94 3,36 4,50 4,98 6,00 8,22

Вхідна потужність, Вт 36 44 56 78 88 114 139 199
Пусковий струм, А 0,28 0,35 0,44 0,61 0,69 0,86 1,04 1,43
Рівень шуму В/С/Н 41/36/32 43/34/30 45/36/32 46/41/34 48/41/35 50/43/37 52/47/43 57/53/48

Витрата води

кг/год (охолодження) 450 540 625 830 1050 1400 1500 1800
л/с (охолодження) 0,125 0,150 0,174 0,231 0,292 0,389 0,417 0,500 
кг/год (опалення) 260 355 440 550 700 725 980 1185

л/с (опалення) 0,072 0,099 0,122 0,153 0,194 0,201 0,272 0,329 

Водяний опір
кПа (охолодження) 11 17 22 24 27 30 35 40

кПа (опалення) 1 1,5 2 3 6 8 9 10
Тип вентилятора Радіальний вентилятор

Двигун 

Тип ЕС
Клас захисту Class B

Електроживлення 220~230 В / 1 ф / 50-60 Гц
Електроспоживання, Вт 60 74 93 130 147 183 221 330

Теплообмінник
Тип Мідні труби з алюмінієвими ламелями

Макс робочий тиск 1,6 MПa

Вхід/вихід вода 3/4" F

Дренажний отвір Ø26

Контролер Інфрачервоний (проводний опціонально)

Габарити 
Ш/Г/В, мм

Корпус 580*580*250 705*705*290 832*832*290 960*960*290
Панель 680*680*30 830*830*30 980*980*30 1140*1140*30

Габарити в упаковці 
Ш/Г/В, мм

Корпус 675*675*270 800*800*310 925*925*310 1054*1054*305
Панель 710*710*75 860*860*75 1010*1010*310 1195*1195*110

Вага нетто, кг 
Корпус 20 30 38 44
Панель 3 6 9 4

Вага брутто, кг
Корпус 21,5 34 42 48
Панель 4,5 6,5 11 4,5

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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Панель із цифровим дисплеєм 
Пульт дистанційного керування
Шланг із нержавіючої сталі, просте підведення води (опція)
Енергонезалежна пам’ять

Настінний фанкойл

Примітка:
1.    Номінальні тестові умови: 

Охолодження: темп повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході 7°C, на виході 12°C. 
Опалення: темп повітря на вході 21°C; температура води на вході 60°C з такою самою витратою, як на охолодження.

2.    Звуковий тиск вимірювався в акустичній кімнаті, точка вимірювання розташована на 1,5 метра нижче  
за лінію, що проходить через вертикальний центр установки.

Типорозмір 20 30 40 50 60 80

Витрата повітря, м³/год
В 340 510 680 850 1020 1250
С 260 380 515 650 765 950
Н 180 260 340 430 520 600

Холодопродуктивність, Вт
В 2200 3000 4000 4800 5700 7000
С 1800 2500 3250 3900 4650 5700
Н 1350 2100 2500 2950 3500 4200

Теплопродуктивність, Вт
В 3500 4800 6400 7700 9200 11000
С 2850 4000 5200 6250 7450 8950
Н 2150 3350 4000 4750 5650 6800

Електроживлення 220 В, 50 Гц, 1 ф
Електроспоживання, Вт В (0 Пa) 20 30 36 44 56 75
Рівень шуму,  dBA В (0 Пa) 28 37 41 43 44 48
Витрата води, м³/год 0,38 0,51 0,68 0,82 0,97 1,2
Водяний опір, кПа 13 21 21 28 25 35
Вода вхід ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2"
Дренажний отвір ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2"
Габарити нетто Ш*В*Г, мм 850*291*203 850*291*203 972*302*224 972*302*224 1081*327*248 1081*327*248
Вага нетто, кг 11 11 14,5 14,5 18 18

НАСТІННІ ФАНКОЙЛИ ( BLFC-...-W-2-AC/1A)
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Панель із цифровим дисплеєм 
Пульт дистанційного керування
Шланг із нержавіючої сталі, просте підведення води (опція)
Енергонезалежна пам’ять

НАСТІННИЙ ФАНКОЙЛ

Примітка:
1.    Номінальні тестові умови: 

Охолодження: темп повітря на вході 27°C СТ/19,5°C ВТ; температура води на вході 7°C, на виході 12°C. 
Опалення: темп повітря на вході 21°C; температура води на вході 60°C з такою самою витратою, як на охолодження.

2.    Звуковий тиск вимірювався в акустичній кімнаті, точка вимірювання розташована на 1,5 метра нижче  
від вертикальної середньої лінії пристрою.

Типорозмір 20 30 40 50 60 80

Витрата повітря, м³/год
В 340 510 680 850 1020 1250
С 260 380 515 650 765 950
Н 180 260 340 430 520 600

Холодопродуктивність, Вт
В 2200 3000 4000 4800 5700 7000
С 1800 2500 3250 3900 4650 5700
Н 1350 2100 2500 2950 3500 4200

Теплопродуктивність, Вт
В 3500 4800 6400 7700 9200 11000
С 2850 4000 5200 6250 7450 8950
Н 2150 3350 4000 4750 5650 6800

Електроживлення 220 В, 50 Гц, 1 ф
Електроспоживання, Вт В (0 Пa) 20 30 36 44 56 75

Рівень шуму,  dBA В (0 Пa) 28 37 41 43 44 48
Витрата води, м³/год 0,38 0,51 0,68 0,82 0,97 1,2

Водяний опір, кПа 13 21 21 28 25 35
Вода вхід ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2"

Дренажний отвір ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2" ZG1/2"
Габарити нетто Ш*В*Г, мм 850*291*203 850*291*203 972*302*224 972*302*224 1081*327*248 1081*327*248

Вага нетто, кг 11 11 14,5 14,5 18 18

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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 Висока ефективність і ощадливе споживання 
Ультратонкий фанкойл може заощаджувати на 30% більше 
енергії в порівнянні із традиційними радіаторами нагрівання.  
Ультратонкий фанкойл із DC - двигуном може 
заощаджувати до 50% енергії в порівнянні 
із традиційним фанкойлом із AC-двигуном.

Легкий монтаж 
Ультратонкий фанкойл можна встановлювати де завгодно завдяки універсальним способам встановлення.

Більше моделей — більший вибір 
Пропонуються 5 різних моделей у різних корпусах. Можна обрати таку, яка задовольняє 
потреби користувача в нагріванні/охолодженні найкращим чином.

 Креативний і продуманий дизайн 
Фанкойл із мідними трубками та ореберенням із алюмінію з гідрофільним покриттям забезпечує вищу ефективність та більш тривалу 
експлуатацію. 
Високоякісний перехреснопотоковий вентилятор забезпечує великий об’єм повітря та низький рівень шуму. 
Двигун вентилятора без щіточок забезпечує низький рівень шуму та високу швидкість при роботі.

Вертикальний фанкойл Ультра

Продуктивність: 80-650 м³/год
                                                                200-1400CFM
Потужність охолоджувача: 1,05-4,13 кВт

Продуктивність 
1 ультратонкого фанкойла 
дорівнює продуктивності 
3 звичайних радіаторів

Підлоговий

ОСОБЛИВОСТІ І ПЕРЕВАГИ

Стельовий Настінний

13
0 

мм

1292 мм

1092 мм 1092 мм

692 
мм

1492 мм
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More Comfortable 

The ultra-thin fan coil unit adopts electronic commutation motor to replace the carbon brush motor to avoid 
electromagnetic interference and electromagnetic noise generated by the mechanical commutation. Its quiet 
operation and varied speed adjustment help create a comfortable indoor environment with a swift indoor 
temperature reponse and comfortable air flow.  
The traditional AC fan coil unit has a plus or minus 2°C indoor temperature deviation, which easily causes sudden
hot or cold, while the ultra-thin fan coil unit achieves a plus or minus 0.5°C indoor temperature accuracy via 
motor varied speed regulation fan to create a more comfortable environment. 

The ultra-thin fan coil unit features stable running and slight vibration, greatly reducing vibration and 
noise caused by on/off switch.  
The ultra-thin fan coil unit can realize minimum RPM running via speed pre-adjustment. 
The ultra-thin fan coil unit has a proper diameter plastic fan and a low noise fan motor. 
Every unit is strictly tested for dynamic balancing before delivery, in order to ensure minimum noise 
level upon a satisfied air flow and external pressure basis.

Conventional AC FCU

The Ultra-thin
FCU with DC motor

Indoor Temperature Response Comparison
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Температура в приміщенні, °C

Час

Встановлене значення: 25 °C

Ультратонкий 
фанкойл 
із DC-двигуном

Традиційний 
фанкойл 
із AC-двигуном

Порівняння коливань температури у приміщенні

Більше комфорту
В ультратонкому фанкойлі колекторний двигун замінюється на електронно-комутований для запобігання 
електромагнітних завад та електромагнітного шуму, спричиненого механічною комутацією.
Його безшумна робота і варіативне регулювання швидкості допомагають забезпечити комфортний мікроклімат 
у приміщенні із чутливими температурними коливаннями та комфортним повітрообміном.
Традиційний фанкойл із AC-двигуном передбачає відхилення температури в приміщенні в межах ±2 °C, що може 
спричинити різке нагрівання та охолодження; а ультратонкий фанкойл сягає коливань температури в приміщенні ±0,5 °C 
завдяки варіативному регулюванню швидкості двигуна вентилятора для створення комфортнішого середовища.

Ультратонкому фанкойлу притаманна стабільна робота і незначні вібрації, значне зменшення вібрацій та шуму від вимикача.
Ультратонкий фанкойл може працювати із мінімально можливою кількістю обертів на хвилину завдяки попередньому
налаштуванню швидкості.
Ультратонкий фанкойл містить пластиковий вентилятор належного діаметру та двигун із низьким рівнем шуму.
Динамічне балансування кожного виробу ретельно перевіряють для забезпечення мінімального рівня шуму 
із забезпеченням бажаного рівня продуктивності в умовах зовнішнього тиску.
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Температура в приміщенні, °C

Рівень шуму на мінімальній швидкості, дБА

Час

Продуктивність, CFM

Встановлене значення: 25 °C

Ультратонкий 
фанкойл 
із DC-двигуном

Ультратонкий 
фанкойл 
із DC-двигуном

Традиційний  
фанкойл 
із AC-двигуном

Традиційний  
фанкойл 
із AC-двигуном

Порівняння коливань температури у приміщенні

Порівняння рівня шуму

Більше комфорту
В ультратонкому фанкойлі колекторний двигун замінюється на електронно-комутований для запобігання 
електромагнітних завад та електромагнітного шуму, спричиненого механічною комутацією.
Його безшумна робота і варіативне регулювання швидкості допомагають забезпечити комфортний мікроклімат 
у приміщенні із чутливими температурними коливаннями та комфортним повітрообміном.
Традиційний фанкойл із AC-двигуном передбачає відхилення температури в приміщенні в межах ±2 °C, що може 
спричинити різке нагрівання та охолодження; а ультратонкий фанкойл сягає коливань температури в приміщенні ±0,5 °C 
завдяки варіативному регулюванню швидкості двигуна вентилятора для створення комфортнішого середовища.

Ультратонкому фанкойлу притаманна стабільна робота і незначні вібрації, 
значне зменшення вібрацій та шуму від вимикача.
Ультратонкий фанкойл може працювати із мінімально можливою кількістю 
обертів на хвилину завдяки попередньому налаштуванню швидкості.
Ультратонкий фанкойл обладнаний пластиковим вентилятором 
належного діаметру та двигуном із низьким рівнем шуму.
Динамічне балансування кожного виробу проходить ретельну перевірку для забезпечення мінімального 
рівня шуму із забезпеченням бажаного рівня продуктивності в умовах зовнішнього тиску.
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УЛЬТРАТОНКІ ВЕРТИКАЛЬНІ ФАНКОЙЛИ В КОРПУСІ (BLFC-...-VSE-2-DC/1A)

Модель 20 32 46 58 65

Витрата повітря макс., м3/год 200 320 460 580 650

Витрата повітря мін., м3/год 80 120 180 220 260

Холодопродуктивність, Вт 1050 1980 2890 3620 4130

Теплопродуктивність (вода 50 °C), 
Вт 1500 2850 4200 5250 6000

Теплопродуктивність (вода 70 °C), 
Вт 2600 3985 5820 7250 9480

Рівень шуму макс., дБА 30 32 36 38 40

Рівень шуму мін., дБА 24 27 28 28 30

Електроживлення, / 220 В/50 Гц/1 ф

Електроспоживання, Вт 18 24 35 40 45

Витрата води, м3/год 0,17 0,33 0,49 0,6 0,64

Водяний опір, кПа 12 14 18 20 24

Вода вхід, дюйм ZG3/4"

Вода вихід, дюйм ZG3/4"

Макс робочий тиск, мПа 1,6

Дренажна труба, мм Ø16

Вага нетто, кг 15,2 19,6 24 28 33,8

Вага брутто, кг 17 22 27 32 38

Тестові умови:
1.  Охолодження: температура повітря (СТ/ВТ) 27/19 °C, Температура води (Вхід/Вихід): 7/12 °C.
2.   Опалення : температура повітря 21/°C.м

ТЕХНІЧНІ ХАРАКТЕРИСТИКИ
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Стандартний фанкойл
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245mm

Unique Design Overview

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
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225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)
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D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.
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CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.

31 32

CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
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Ceiling Concealed
Ceiling Exposed

Vertical Concealed
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Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW
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245mm

Unique Design Overview

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit
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placed.
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Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

(Optional)

29 30

Vertical ConcealedCeiling Concealed

CC: Ceiling Concealed without plenum/filter(STD Series)
CD:Ceiling Concealed with down return plenum & filter(STD Series) 
CB:Ceiling Concealed with back return plenum & filter(STD Series) 
VC: Vertical Concealed with feet & filter(STD Series)
CE: Ceiling Exposed with grey-white air inlet grille, with feet & filter (STD Series) 
VE:Vertical Exposed with black air inlet grille, with feet & filter (STD Series)
CL: Ceiling Concealed Large Drain Pan Type without plenum/filter
CLB/CLD: Ceiling Concealed Large Drain Pan Type with back/down return plenum
CT: Ceiling Concealed with back return plenum & filter Ultra-Thin(180mm) Type (STD Series) 
CLT: Ceiling Concealed Large Drain Pan Type with back return plenum Ultra-Thin (187 mm) Type 
CSB: Ceiling Concealed with back return plenum & filter, without drain pan (185 mm)
CHB/CHD:Ceiling Concealed Large Air Flow& High Static Pressure Type with back/down returnplenum
CF: Ceiling Floor Type 
CAS: Cassette One-Way 
CAD: Cassette Two-Way
CAQ2/CAQ4: Cassette Four-Way 2 Pipe/4 Pipe System
CAX: Cassette Six-Way
CAR: Cassette Round Type Air Outlet
WM: Wall Mounted Type (Hi-Wall)
D***: FCU starting with letter “D” means this FCU is same type as “***” but equipped with EC motor. 
For example: DVE means Vertical Exposed type with EC motor.

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)
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Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.
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m3/h
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m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
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40
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0.097 
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0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.

31 32

CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Note:
1. Nominal Testing condition:  
Cooling: entering air temp 27°C DB/19.5°C WB; entering water temp 7°C, leaving water temp 12°C;
Heating: entering air temp 21°C; entering water temp 60°C, the same water flow as in cooling;
2. Sound pressure level are measured in acoustic room, position of the measure point is 1m in the front and 1m below the vertical center line of the unit;
3. Static pressure is measured without filter and air outlet.

31 32

CFM
m3/h
CFM
m3/h
CFM
m3/h
kW
kW
kW
kW
kW
kW
kW
kW
kW
W
W
W

dB(A)
dB(A)
dB(A)

Air Flow

Total Cooling 
Capacity

Sensible Cooling
 Capacity

Heating Capacity

Power Input

A
Pa

kg/h
l/s

kPa

Max Current
Static Pressure

Noise Level

Water Flow

12/30/50 Pa

Forward curve centrifugal fan
Four speed asynchronous fan motor

Class E
220~230V/1Ph/50 or 60Hz

Seamless copper mechanically expanded into aluminum fins 
2

1.6 MPa
3/4" FPT
Φ20

FC02
235 
400
182 
310
118 
200

1.97 
1.65 
1.45 
1.39 
1.20 
0.94 
2.91 
2.48 
2.18 

34
42
46

0.21 

35
38
40

350
0.097 

10

645*450*225
850*245*505
745*245*579
850*245*639
675*480*245
870*255*525
780*255*610
870*255*655

12.1
20.1
12.1
21.1
13.4
22.1
13.4
23.1

FC03
347 
590
265 
450
176 
300

2.67 
2.24 
1.99 
1.84 
1.58 
1.19 
3.71 
3.16 
2.80 

46
56
65

0.30 

37
40
42

470
0.131 

18

795*450*225
1000*245*505
895*245*579

1000*245*639
825*480*245

1020*255*525
930*255*610

1020*255*655
14.5
23.8
14.5
24.8
16.0
26.0
16.0
27.0

FC04
441 
750
329 
560
218 
370

3.45 
2.95 
2.57 
2.41 
2.05 
1.56 
5.18 
4.42 
3.88 

55
70
82

0.37 

39
42
44

600
0.167 

19

875*450*225
1080*245*505
975*245*579

1080*245*639
905*480*245

1120*255*525
1010*255*610
1110*255*655

15.8
25.7
15.8
26.7
17.3
28.4
17.3
29.4

FC08
876 
1490
659 
1120
441 
750

7.12 
6.07 
5.35 
5.00 
4.25 
3.30 

10.70 
9.11 
8.06 
117
149
163

0.74 

44
46
48

1230
0.342 

23

1395*450*225
1600*245*505
1495*245*579
1600*245*639
1425*480*245
1620*255*525
1530*255*610
1620*255*655

25.7
39.8
25.7
41.0
27.9
43.2
27.9
44.4

FC12
1212 
2060
906 
1540
606 
1030
9.83 
8.37 
7.39 
6.94 
6.11 
4.65 

14.75 
12.58 
11.08 

181
202
228

1.04 

48
50
52

1700
0.472 

21

1695*450*225
1900*245*505
1795*245*579
1900*245*639
1720*480*245
1920*255*525
1830*255*610
1920*255*655

30.3
44.6
30.3
46.0
32.8
48.4
32.8
49.8

FC05
541 
920
406 
690
271 
460

4.23 
3.59 
3.17 
2.97 
2.55 
2.05 
6.35 
5.27 
4.76 

70
81
89

0.40 

41
44
45

740
0.206 

23

945*450*225
1150*245*505
1045*245*579
1150*245*639
975*480*245

1170*255*525
1080*255*610
1170*255*655

17.0
27.3
17.0
28.5
18.5
29.9
18.5
31.1

FC06
635 
1080
476 
810
318 
540

5.02 
4.26 
3.76 
3.59 
3.07 
2.49 
7.54 
6.39 
5.64 

87
101
109

0.50 

43
45
47

870
0.242 

24

1095*450*225
1300*245*505
1195*245*579
1300*245*639
1125*480*245
1320*255*525
1230*255*610
1320*255*655

18.9
31.1
18.9
32.3
20.8
34.0
20.8
35.2

FC10
1029 
1750
776 
1320
512 
870

8.46 
7.21 
6.36 
6.75 
5.89 
4.47 

12.73 
10.85 
9.57 
140
165
201

0.91 

46
48
50

1460
0.406 

36

1545*450*225
1750*245*505
1645*245*579
1750*245*639
1575*480*245
1770*255*525
1680*255*610
1770*255*655

28.5
42.6
28.5
44.0
30.8
46.1
30.8
47.5

FC14
1441 
2450
1082 
1840
724 
1230

11.11 
9.50 
8.36 
7.96 
6.94 
5.42 

16.72 
14.24 
12.58 

223
241
286

1.30 

50
52
54

1910
0.531 

35

1995*450*225
2200*245*505
2095*245*579
2200*245*639
2025*480*245
2220*255*525
2130*255*610
2220*255*655

33.5
46.6
33.5
48.0
36.3
50.6
36.3
52.0

Motor

Coil

Water Resistance

Fan Type

Inlet/Outlet Water Pipe
Condensate Water Pipe

Unit Dimension
W/D/H  mm

Gross Weight
kg

Unit Weight
kg

Packing Dimension
W/D/H  mm

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Ceiling Concealed
Ceiling Exposed

Vertical Concealed
Vertical Exposed

Type
Insulation

Power Supply
Type
Rows

Max. Working Pressure

H

M

L

H
M
L
H
M
L
H
M
L

12Pa-H
30Pa-H
50Pa-H

12Pa-H
30Pa-H
50Pa-H

Model

Standard Series  2 Pipe 2 Rows AC Motor

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

Стельова конструкція

Охолодження/
Нагрівання

Охолодження/
Нагрівання

Нагрівання

Вертикальна конструкція

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Економія місця завдяки товщині корпусу лише 245 мм.Стильний та елегантний дизайн 
для комфортного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує гнучкі варіанти 
вертикального та прихованого стельового монтажу.

Низький рівень шуму – до 28 дБА.

245 мм

blaubergventilatoren.de2
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245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

31

Vertical Exposed

Air Flow: 400~2450m3
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245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.
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Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

31

Vertical Exposed

Air Flow: 400~2450m3

Cooling Capacity: 1.45

31

Air Flow: 400~2450m
Cooling Capacity: 1.45

31

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

blaubergventilatoren.de2

2024  |  ФАНКОЙЛИ

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

31

Vertical Exposed

Air Flow: 400~2450m3

Cooling Capacity: 1.45

31

Air Flow: 400~2450m
Cooling Capacity: 1.45

31

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

blaubergventilatoren.de2

2024  |  ФАНКОЙЛИ

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

245mm

Unique Design Overview

 

 

High energy efficiency with seamless copper tube 
mechanically expanded to aluminum fins.

Celling Concealed Vertical ExposedCeiling Exposed

High reliability and fire resistance by galvanized
steel fan blade and shell.

V shape drain pan design guarantees the highest
drainage efficiency.

Space saving: 
Cooling/Heating

Heating
Concealed Type Exposed Type

Cooling/Heating

Stylish and elegant design for high quality individual
application.

More comfortable with wide air diffusion thanks to 
rotary air outlet grill max. reaches 75°.

All-in-one design guarantees great flexibility of
installation both in ceiling suspended and vertical
placed.

1
Features

1  |  EC Motor Fan Coil Unit

225mm

Особливості

УНІКАЛЬНА КОНСТРУКЦІЯ: ОГЛЯД

Стельова  
(прихований монтаж)

Стельова

Охолодження/
Нагрівання

Прихований монтаж Відкритий монтаж

Охолодження/
Нагрівання

Нагрівання

Вертикальна

Висока енергоефективність, суцільна мідна труба 
та алюмінієві гідрофобні ламелі.

Висока надійність та вогнестійкість завдяки 
лопатям та оболонці із оцинкованої сталі.

V-подібна форма конструкції піддону для конденсату 
забезпечує високу ефективність його зливу.

Ергономічність:

Стильний та елегантний дизайн 
для високоякісного користування.

Рухома решітка забезпечує більш комфортний широкий 
розподіл повітря завдяки максимальному куту розподілу 75°.

Багатофункціональна конструкція забезпечує високу гнучкість 
вертикального та прихованого стельового монтажу.

225 мм
245 мм

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

(Optional)

30

Vertical ConcealedCeiling Concealed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW

31

Vertical Exposed

Air Flow: 400~2450m3

Cooling Capacity: 1.45

31

Air Flow: 400~2450m
Cooling Capacity: 1.45

31

Vertical Exposed

Air Flow: 400~2450m3/h
Cooling Capacity: 1.45~13.08kW



25

blaubergventilatoren.de

ФАНКОЙЛИ |  2024

Серія клапанів з електроприводом використовується, головним 
чином, для контролю відкривання або закривання подачі води до 
трубопроводів системи центрального тепло-холодопостачання в 
системах кондиціонування повітря з метою регулювання температури 
в приміщенні.

Клапан встановлюється на трубопровід з гарячою або холодною водою. 
Привід клапана керується термостатом, встановленим у приміщенні. 
Коли привід не працює (живлення відключено), клапан знаходиться у 
стані, що за замовчуванням є закритим. 

Коли температура в приміщенні не досягає заданого значення, 
термостат керує живленням приводу клапана та починає його роботу, 
відкриваючи клапан, що дозволяє холодній або гарячій воді надходити 
до теплообмінника для забезпечення комфортної температури 
в приміщенні; Коли температура в при міщенні досягає заданого 
значення, живлення приводу відключається, і клапан закривається 
поворотною пружиною, відсікаючи подачу холодної або гарячої води.

ОСОБЛИВОСТІ:

Не потрібні спеціальні інструменти для інсталяціі
Тиха робота та надійність впродовж всього терміну експлуатації
Індикаторна шкала дозволяє відображати положення клапана та 

 його роботу.
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4 

“
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50

50

41

41

83

83
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50

Електроживлення: AC220 В

Номінальний тиск: PN 16

Температура рідини: 5 ~ 95 °C

Матеріал клапану: латунь

Номінальний діаметр: DN20

Потужність: 2 Вт

Крок: 3 мм

Час ходу штоку: 3~5 хв

Ступінь захисту IP: IP54

ТЕХНІЧНІ ПАРАМЕТРИ:

Серія клапанів BLFC-3V20M-BLFC-3V20Т
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ОСОБЛИВОСТІ:

Сумісний з канальними та корпусними фанкойлами
Користувачі можуть обирати режим роботи (кондиціонування, 
опалення чи вентиляція), змінювати швидкість вентилятора та 
встановлювати температуру
Поточний статус роботи фанкойла та встановлені налаштування 
відображено на дисплеї
Базуючись на порівнянні результатів температури в приміщенні та 
температури, що встановлена користувачем термостат автоматично 
керує ЕС-двигуном та клапаном з електроприводом для досягнення 
заданої температури у найкращий спосіб.

Temperature sensor: Thermistor
Temperature control accuracy: ±1℃
Installation hole spacing: 60mm (Standard)
Working environment: 0~45℃

Power supply voltage: 220 ± 10VAC
Rated power: 800W
Shell: PC + ABS flame retardant
Temperature control Range: 5~35℃ (Adjustable)

Technical parameters

Introduction of display

Advanced setting

Matters needing attention

Introduction of keys

Operating instructions

1. Installation position of thermostat must be far away from heat source and air outlet, otherwise it is easy to cause inaccurate temperature measurement.

2. Thermostat should be installed in a clean and dry environment, otherwise the machine will be damaged easily due to dust and moisture.

3. Don't use it in the environment above 50 degrees, otherwise it will easily cause inaccurate temperature measurement, deformation and damage of the machine.

4. In the normal use of products, we should ensure that the upper and lower cooling holes of the thermostat are not blocked. Otherwise, it will easily lead to heating of components, inaccurate 

temperature measurement or damage of the machine.

5. When installing the thermostat, please find professionals to install it. Otherwise, short circuit or electric shock may occur.

The control terminal is shown as follows:

RT

RT：Room temperature

ST

ST：setting temperature

C
。

M

M

WIFI Блокування
Режим
опалення

Автоматична
швидкість
вентилятора

Режим
кондиціо-
нування

Режим
вентиляції

Introduction of control button:
This product adopts capacitive inductive touch button, 
which has the features of sensitive touch and long
service life. Please keep the button clean.

Меню
Швидкість

вентилятора Вкл/Викл Вниз Вверх

Switch: Shortly press the "     " key to turn on or turn off the thermostat. 

Setting temperature: On power-on, adjust the setting temperature by pressing
 "▲" or "▼" key, and set the temperature to change by 1 ℃ once per key.

The function of the breath screen: press " M " key for a long time in the boot
state, extinguish the screen and keep the thermostat working. It is suitable for 
the night sleeping situation. In the state of the breath screen, press " M " key for
a long time and end the breath screen.

Child lock settings: press the "     " key for 3 seconds, turn on or off the child lock
function, the thermostat is running normally, and the key function is invalid.

Mode switching: Shortly press "     " key to enter refrigeration and heating mode 
switching.

Wind speed switching: Shortly press " M " key for high, medium, low and automatic 
wind speed switching.

After turning off the thermostat, simultaneously pressing"▲" and "▼"keys for 3s to enter the advanced setting function. Following are detailed operations:

Then press the "     " key to switch parameters, press the " M " key to enter, press the "▲" or "▼"key to adjust parameters, press the switch key to exit and save.

Display
numbers

Correction value of
indoor temperature

Adjust to correct
room temperature

Adjust to correct
room temperature

0-10 second
delay output time

01 Restore
factory default

Heating air
volume controlled

Restore
factory settings

Controlled
refrigeration air flow

Set the maximum
temperature

Set minimum
temperature

Setting output
deviation value

00 Close
01 Open

00 controlled 
01 uncontrolled

00 controlled 
01 uncontrolled

Setting the upper
limit of temperature

Set a lower
temperature limit

Switch
deviation setting

Low temperature
protection function

Current display 
value definition

Range DefaultExplain
Display
numbers

Current display 
value definition

Range DefaultExplain

00

01

02

03

04

05±10.0℃ 0℃

35℃

5℃

1.0℃
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00

35-60℃

5-15℃

0-10.0℃

00-01

06 00

00-10

07 00

00-01

08 00

00-01

00-01
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4. In the normal use of products, we should ensure that the upper and lower cooling holes of the thermostat are not blocked. Otherwise, it will easily lead to heating of components, inaccurate 

temperature measurement or damage of the machine.

5. When installing the thermostat, please find professionals to install it. Otherwise, short circuit or electric shock may occur.

The control terminal is shown as follows:

RT

RT：Room temperature

ST

ST：setting temperature

C
。

M

M

WIFI Блокування
Режим
опалення

Автоматична
швидкість
вентилятора

Режим
кондиціо-
нування

Режим
вентиляції

Introduction of control button:
This product adopts capacitive inductive touch button, 
which has the features of sensitive touch and long
service life. Please keep the button clean.

Меню
Швидкість

вентилятора Вкл/Викл Вниз Вверх

Switch: Shortly press the "     " key to turn on or turn off the thermostat. 

Setting temperature: On power-on, adjust the setting temperature by pressing
 "▲" or "▼" key, and set the temperature to change by 1 ℃ once per key.

The function of the breath screen: press " M " key for a long time in the boot
state, extinguish the screen and keep the thermostat working. It is suitable for 
the night sleeping situation. In the state of the breath screen, press " M " key for
a long time and end the breath screen.

Child lock settings: press the "     " key for 3 seconds, turn on or off the child lock
function, the thermostat is running normally, and the key function is invalid.

Mode switching: Shortly press "     " key to enter refrigeration and heating mode 
switching.

Wind speed switching: Shortly press " M " key for high, medium, low and automatic 
wind speed switching.

After turning off the thermostat, simultaneously pressing"▲" and "▼"keys for 3s to enter the advanced setting function. Following are detailed operations:

Then press the "     " key to switch parameters, press the " M " key to enter, press the "▲" or "▼"key to adjust parameters, press the switch key to exit and save.

Display
numbers

Correction value of
indoor temperature

Adjust to correct
room temperature

Adjust to correct
room temperature

0-10 second
delay output time

01 Restore
factory default

Heating air
volume controlled

Restore
factory settings

Controlled
refrigeration air flow

Set the maximum
temperature

Set minimum
temperature

Setting output
deviation value

00 Close
01 Open

00 controlled 
01 uncontrolled

00 controlled 
01 uncontrolled

Setting the upper
limit of temperature

Set a lower
temperature limit

Switch
deviation setting

Low temperature
protection function

Current display 
value definition

Range DefaultExplain
Display
numbers

Current display 
value definition

Range DefaultExplain

00

01

02

03

04

05±10.0℃ 0℃

35℃

5℃

1.0℃

00

00

35-60℃

5-15℃

0-10.0℃

00-01

06 00

00-10

07 00

00-01

08 00

00-01

00-01

An Instruction Manual

01

Термостат BLFC-WC669 

Температурний сенсор: Термістор 

Точність контролю температури: ±1 °C

Простір для встановлення: 60мм (Standard)

Робочий діапазон температур: 0~45 °C

Електроживлення: 220 ± 10В

Максимальна потужність двигуна: 800Вт

Корпус: PC + ABS вогнестійкий 
пластик

Діапазон керування: 5~35 °C (можна налаштувати) 

ТЕХНІЧНІ ПАРАМЕТРИ: ФУНКЦІЇ:
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Виробник залишає за собою право вносити будь-які зміни, 
викликані необхідністю провадження, без попереднього повідомлення.

Blauberg Ventilatoren GmbH
Stäblistraße 6

81477 Munich, Germany
HRB 203341

info@blaubergventilatoren.de
www.blaubergventilatoren.de
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